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INSERT CARD
Tool Part Number: 2038 (10 pcs)
Clamshell Part Number: 9028
Card Size: 2.5"x4 1/32" mm: 64.3x102.4
Warranty: -
Cross sell: -
Quantity to Print: -
Stock: Postcard  16 PT.  C2S
Color: 4/1
Finish: Round corners

P/N 100046C

ezEX®44 RJ45 Connector
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The nEXt Generation of 
Pass-Through RJ45

Solid or Stranded
Wire Conductors 

.039 - .044" Ø 
 1.0-1.12mm 
24-22 AWG 

(Typically Cat6) 

• 50μm gold-plating
• Approved for PoE+ 
• UL 94 VØ �re-rated
• Cat5e/6/6A up to 10Gb 

E492602

Patented design trims 
perfectly �ush every time

Staggered path permits 
wider range of wire sizes 

ezEX®48 Instructions

www.PlatinumTools.com

1. Strip 2” off the cable jacket.
2. Straighten wires, place in proper sequence.
4. Insert into connector. Conductors will extend out
 the front.
5. Verify wiring sequence.
6. Push cable all the way in.
7. Crimp with the EXO Crimp Frame® and 
 EXO-EX Die™ Set P/N 100061C

N. Carolina, USA platinumtools.com

TIA, TAA, RoHS 2, UL & FCC compliant

Must terminate with EXO Crimp Frame
+ EXO-EX Die, P/N 100061C

Patent 9,543,729 B2; 10,116,082 B2; & 10,573,990 B2
ezEX-RJ45® is a registered trademark of Platinum Tools, LLC

ezEX comes in 3 sizes.
Does your cable �t?

Insulation 
Diameter

Max. Outer 
Diameter: 

0.290"
(7.36mm)

.039 - .044"
(1.0-1.12 mm)

Solid or
Stranded

24-22 AWG

Find the right connector for 
any cable at www.platinumtools.com

Simple one piece/pass through design, easily
verify proper wiring sequence before terminating

FRONT = 4 COLOR BACK = 1 COLOR


