
EZ-RJ45 Instructions

PlatinumTools.com

1. Strip 2" off the cable jacket.
2. Straighten wires, place in proper sequence.
3. Insert into connector (conductors will extend out
 the front).
4. Verify wiring sequence.
5. Cinch connector down.
6. Crimp with a EZ-RJ45 crimp tool.
7. Remove any remaining conductor insulation.
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• 50μm gold-plated contacts

• UL 94 VØ �re-rated

• RoHS/FCC compliant

• Meets ANSI/EIA/TIA/TAA Speci�cations

WARNING: Cancer and Reproductive Harm – P65Warnings.ca.gov

EZ-RJ45®  Cat6 Connector

P/N 100009C

N. Carolina, USA platinumtools.com

TIA, TAA, RoHS 2, UL & FCC compliant

Terminate with EXO Crimp Frame
+ EZ Die, P/N 100062C, EZ-RJPRO HD, P/N 
100054C, or EZ Crimp Tool P/N 100004C

EZ-RJ45® is a registered trademark of Platinum Tools, LLC

Does your cable �t?

Max. Insulation
Diameter 

Max. Outer 
Diameter: 

0.275"
(6.98mm)

.040"
(1.016mm)

Solid or
Stranded

24-23 AWG

Find the right connector for 
any cable at www.platinumtools.com

Simple one piece/pass through design, easily
verify proper wiring sequence before terminating
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